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Chapter 1.Touch Panel Controller 


This touch panel controller provides the optimistic performance of analog resistive 
touch panels for four-wire, five-wire & eight-wire models. It communicates with PC 
system directly through RS232, PS/2 or USB connector. user can see how superior 
the design is in sensitivity + accuracy and friendly operation. The touch panel driver 
emulates mouse left and right button function and supports operation systems 
including Microsoft Windows 95/98/ME/2000/NT/XP/XP Tablet PC Edition, Windows 
CE 2.12/3.0/. NET, Linux, iMac and DOS. 


1.1 Controller 


Interface RS232 USB PS/2 
4-wire Ready Ready Ready 
5-wire Ready Ready Ready 
8-wire Ready Ready Ready 
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1.2 Specifications and Features 


Specifications for Touchkit controller. 


Specifications 


Power requirements 


+5VDC ( Maximum 100mA, typical 70mA, 
50mV peak to peak maximum ripple ) 


Operating temperature 


0 to 50 C 


Storage Temperature 


-40 to 80 ‘C 


Relative Humidity 


95% at 60 “C 


Protocol RS232 Model: 9600 bauds, None parity, 8 data bits, 1 
stop bit 
USB Model: USB 1.1 Low speed 
PS/2 Model: PS/2 mouse 
Resolution 2048 X 2048 


Report rate 


RS232 Model: Max. 160 points/sec 
USB Model: Max. 160 points/sec 
PS/2 Model: Max. 140 points/sec 


Response time 


Resistive: Max. 35 ms 


Pin out definition 


4 wire model: X, Y, X, Y 

5 wire model: UL, UR, COM, LR, LL 

8 wire model: X+, X+ref, Y+, Y+ref, 
X- , X-ref, Y-, Y-ref 


Panel resistance 


4, 8 wire resistive model: 300 ~ 900 ohm ( pin to pin 
on the same layer ) 

5 wire resistive model: 50 ~ 200 ohm ( pin to pin on 
drive layer ) 


Regulatory Approvals 


FCC-B, CE 
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Features for Touchkit software 


Features 
Calibration 1. Fast full oriental 4 points position 

2. Support monitor / display rotation 

3. Support multiple monitor / display 
Compensation Accuracy 25 points linearity compensation. 
Draw Test Position and linearity verification 


Controller Setting 


ts 
2: 
3. 


Support multiple controllers 
Dynamical add / remove controllers 
Change Controller interface without reboot. 


Language 


Support 8 languages for Windows 


Mouse Emulator 


Right / Left button emulation 
Normal / Click on touch / Click on release mode 
Cursor visibility 


Sound Notification 


No sound 

Touch Down 

Lift Up 

Frequency adjustment 
Duration adjustment 


Double Click 


Configurable double click speed 
Configurable double click area 


OS support 
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Windows 95/98/ME/NT4/2000/XP/ 
Windows XP Tablet PC Edition 
Windows CE 2.12, 3.0, .NET 
Linux ( X Window Version: 3, 4 
Red Hat 6.0 ~ 8.0 
Mandrake 5.0 ~ 9.0) 
iMac. OS9 
MS-DOS: 
Support display resolution: 320x200, 640x200, 
640x350, 640x480, 800x600, 1024x768 and 
1280x1024 


COM port support 


. Support COM 1 ~ COM 256 for Windows and 


Linux 
Support COM 1 ~ COM 8 for DOS 
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Chapter 2. Installing and using TouchKit 
2.1 For Windows 95 / 98 /ME/NT4 


Touchkit is software, which contains drivers of the touch panel controllers for the 
specified communication connectors, RS232, PS/2 and USB, and the other two 
utilities: 


e Touch Tray support 
This is utility for emulating the right and left button of mouse through controlling 
touch panel. User can toggle between right or left mouse buttons by this utility. 


e Configuration support 
The calibration and draw test of touch panel are done by this utility. Besides, 
user can add or remove for new RS-232, PS/2 or USB touch panel devices. 


Follow these steps to install TouchKit. 

(An example for Windows 98.) 

1. Put the TouchkKit CD to CD-ROM. 

2. Change directory to “Win9X_ME.” 

3. Double click the Setup.exe, then windows starts to run the installation program. 
4. Just click [Next>] button to continue installation. 


Weloome to TouohKit Setup 


Tha ogean wil incall Touch? on pou corse 
ergy jecommended that you eat oll Wi aren ste ll 
belo suremng tes Setup progesn 


Ca] toes | 


5. Then check the check box if PS/2 touch controller is to be installed. The default 
Is unchecked. Then Press [ Next >] to continue installation. 
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Setup Type 
Choose the 2etuc type that bert suits pou needs. 


6. Select the appropriate folder where set-up files will be installed. Then Press 
[Next >] to continue installation. 


_ Choose Destination Location 
‘Select tolcles whee Setup writ nets es. 


Press [Next>] to continue. 


7. Then type in the name of program folder for TouchKit or press [Next>] to continue. 
There will be a default name for it. 
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8. Windows is copying files to disk and the setup is complete. It will request re-boot 
computer. Press [Yes>] to re-boot immediately or [No>] to re-boot later. The 
installation will not be finished until system re-boot. 


Setup Complete 


Sek hes Weiibed ietaling Touchha on pour conmuet 


© yen] wate mite We COmcede Hom 
> No wl eae ney conmustes later 


Pareave ong Gis Noa thes diese. andthen cbck Final to 
conphete ratp 


9. Setup is complete. After TouchKit installation, the USB device will be found 
automatically as soon as it was plugged into the computer. Then user can see the 
new device on the application program window. And, the program will remove the 
USB Device automatically as soon as it was unplugged. (USB device is not 
supported for Win95 / NT4) 
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2.2 For Windows 2000 


Touchkit is software, which contains drivers of the touch panel controllers for the 
specified communication connectors, RS232, PS/2 and USB, and the other two 
utilities: 


e Touch Tray support 
This is utility for emulating the right and left button of mouse through controlling 
touch panel. User can toggle between right or left mouse buttons by this utility. 


e Configuration support 
The calibration and draw test of touch panel are done by this utility. Besides, 
user can add or remove for new RS-232 or PS/2 touch panel devices. 


Follow these steps to install TouchKit. 

1. Put the TouchKit CD to CD-ROM. 

2. Change directory to “Win2000_ XP.” 

3. Double click the Setup.exe, then windows starts to run the installation program. 
4. Just click [Next>] button to continue installation. 


Welcome to Teuchta Setep 


Thiet peagram alerctal Touchtd on you corpeser Pix 
srorale mocewended that pou eat I Windows Deoaruns 
Detoes sawing ine Batup orogeare 


5. Then check the check box if PS/2 touch controller is to be installed. The default 
Is unchecked. Then Press [Next >] to continue installation. 
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Setep Iyee r w 


6. Select the appropriate folder where set-up files will be installed. 


(Chosee Dectnation Lecetion 
Select lohder where Setup val iain ies, ie 


Press [Next>] to continue. 


7. Then type in the name of program folder for TouchKit or press [Next>] to 
continue. There will be a default name for it. 
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8. Windows is copying files to disk and the setup is complete. After finishing the 
installation, if PS/2 touch controller is installed, it needs to reboot the computer. 


Setup Complete 


Sth hes Weirbed ietalieg T cect on pour comme 


res] wort to eitst Wy COmguaS Hom. 
7 Po. wal tat ney commutes ober 


Prerve ore athe Hoe thes Gives. andthen cbck Finely) 
caméeds itp 


9. Setup is complete. After TouchKit installation, the USB device will be found 
automatically as soon as it was plugged into the computer. Then user can see the 
new device on the application program window. And, the program will remove the 
USB Device automatically as soon as it was unplugged. 
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10.User can check the situation of controllers in Device Manager. If the controller is 
set up well, there will be messages as the following picture. 


|E,DeviceManager es 
| action view || = => | Su EM | eS | @ || 


WILLIAMCHANG 

(3) Computer 

@ Disk drives 
Display adapters 

23) DYD/CD-ROM drives 

=) Floppy disk controllers 

9 Floppy disk drives 

Sy IDE ATA/ATAPI controllers 

ee Keyboards 


TF) 


Mice 2 a 
SS) P5/2 Compatible Mous <q _ Touchkit PS/2 controller works well 


; ian Touchkit TouchController 


TouchkKit RS232 controller works well 


& SCSI and RAID controllers 
= Sound, video and game controllers 
System devices 


Touchkit USB Controller 
> Touchkit USB Controller for TouchScreen 


1) Ge) ~~) 


<4 _ __ Touchkit USB controller works well 


+] 
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2.3 For Windows XP / XP Tablet PC Edition 


Touchkit is software, which contains drivers of the touch panel controllers for the 
specified communication connectors >» RS232 - PS/2 and USB » and the other two 
utilities. 


The 2 utilities are as follows: 

e Touch Tray support 
This is utility for emulating the right and left button of mouse through controlling 
touch panel. User can toggle between right or left mouse buttons by this utility. 


e Configuration support 
The calibration and draw test of touch panel are done by this utility. Besides, 
user can add or remove for new RS-232 or PS/2 touch panel devices. 


Follow these steps to install TouchKit. 


Put the TouchKit CD to CD-ROM. 

Open the “Win2000_ XP” directory. 

Double click the Setup.exe, then windows starts to run the installation program. 
Just click [Next>] button to continue installation. 


a lS 


Welcome to TouwchKit Setup 


This peogeaes pall nctall TouchX? on pour cormpater, Ric 
Sronglp recommended that yous ent al Windesss progrens 
before running ihe Setup progam 
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5. Check the check box if PS/2 touch controller is to be installed. The default setting 
is unchecked. Then Press [Next >] to continue installation. 


Setup Type 


| 
Chocee the catia Ippe fret beat cuts your needs is 
PS2 Intertace Inritabsiar 
[ P52 Touchsowen Diet 
Coe _| 


6. Select the appropriate folder where set-up files will be installed. 


Chore Deztinstion Locetion ¥) 
Seboct lokder where Setup wll inutall fee is 


Setup pal incall Torch? in the hollowing bolder. 
To weitsll to thes Solder, click Nest To ietal to o diferent folder, cick Browie and ealect 
another [obser 


Dedinaton Folder 
F:\Proguan Filed \T ouch Bycerte. | 


cpack [[ Hed> | Cancel | 


Press [Next>] to continue. 


7. Then type in the name of program folder for TouchKit or press [Next>] to continue. 
There will be a default name for it. 


Sebera Pangraw Folder 
Plasie estoot 2 peogren hakder 


Sot viiodl pug oriurn by re Prugon Pulls briod lei “Yusi say le orev futile 
feere, coxmbect ore hor ite eatre tides ket. Cich Nest to corftres 


Progess Fokdonn 


Exnting Fokdess 


Secrerecuawe | cote 
Sheep 
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During Installation, the Touchkit controller driver will be installed automatically. 
Windows XP will prompt a warning message before driver certificated. Now, 
Press [Continues] to continue installation. 


ds Ther rcltvweame pou ane installing tot thar harchsasse 
Touchtat Touch orticiler 
has not passed Windows Logo testing lo vernbp ts compeitalty 
wath Whistler (Troll anes uw thet Nesting |p irroertart) 
Continuing your installation of ther ha gence deg 
or destabilize the comes! aperctien af you systen 
either memediately of in the future Microrsolt cong) 
recommends thal you stop Unis mnetalletien sow aed 


ceantact the hardware vendor for software that bas 
passed Windows Logo testing 


[Gerimwe aryrey ] (gicPinstin | 


8. Windows is copying files to disk and the setup is complete. After finish the 
installation, if PS/2 touch controller is installed, it needs to reboot the computer. 


Setup Compete 


Setup hac brerbed reteling T cuctt# on pos core sen 


(Ves | eat ia sertet ry compete now! 
No. | val vedio ney cormpestien lates 


Ranwret ore dtks Nom thes Gives. ondthen chock Firth to 
complete ret 


ele 


9. After Touchkit installation, Unplug and plug the USB touch controller into the 
computer, Hardware wizard finds this hardware, Press [Next>], 


nund Mew Mardwacn Wizard 

Welcome to the Four New 
Hardware Wizard 

Ther versed halpe pou ated xefvees bor 


Touché? USS Cortsaler fre Touch comer 


1) Mt pet Rosdeare come with an installation OD 
ot Hope: chk. orrpert ff mer, 
What do pau mand the neato do? 
© brital he eotvere asomeboay Recommended 
© tal bow a bt or speciéc keaton Pdvercedd 
Dick Newt to continue. 


Hots =| | Corrcel 
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It will search the proper driver for the Touchkit controller device and install it 
automatically. 


Please mat while the wizard searcher 


oo | ouetyd USt Cor@oiier tor | coxtS cose 


* 


[ <Bect | 


| Cod 


After the driver is installed, Press [Finish>] to complete the USB device 
installation. 


towed New Hardware Wizard 


Completing the Fourmd New 
Hardware Wizard 
Thre versed ha brathed retaling the rofrvees ce 


< Touché? USB Soriroiies bor Truchtcsea 


Cid Freth to chore the wood 
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10.User can check the situation of controllers in Device Manager. If the controller is 


set up well, there will be messages as the following picture. 


| Action view || = => | a Ea | | @ || @ 


=) WILLIAMCHANG 
(8) Computer 
3 Disk drives 
Display adapters 
23) DYD/CD-ROM drives 
= Floppy disk controllers 
© Floppy disk drives 
Sy IDE ATASATAPI controllers 
#3 Keyboards 
% Mice and other pointing devices 
& PS/2 Compatible Mouse 
ta) Touchkit TouchController 


(1) (e) Ge) Ee) 


+— TouchkKit PS/2 controller works well 


TouchkKit RS232 controller works well 


9 Network adapters 
Pe erorts (COM & LPT) 
a SCSI and RAID controllers 


© Sound, video and game controllers 
Ml) System devices 
€ Touchkit USB Controller 


~~) 


<< __ Touchkit USB controller works well 
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2.4 For Windows CE2.12/3.0 


Touchkit is software, which contains drivers and configuration & right button utilities 
of the touch panel controllers for RS232 and USB on x86 CPU & Windows CE 
operation system. 


The 2 utilities are as follows: 


— 


Configuration support 
The calibration and draw test of touch panel are done by this support. 


Right button support 
This is utility for emulating the right and left button of mouse through controlling 
touch panel. User can toggle between right or left mouse buttons by this utility. 


. There are totally 5 files in the Touchkit for Windows CE directory. 
. Follow these steps to install TouchKit for Windows CE. 


TouchKit.dll —> driver 

Touch32ex.dll —> specific dynamic linking library 
TouchTray.exe -> right mouse support 

Touchkit.exe -—> Configuration Utility 

TouchkKit.reg —> information that will be added to registry 


Make sure that Windows CE has the driver of serial ports. 

While building Windows CE, user has to assign TouchkKit.dll » Touch32ex.dll » 
TouchTry.exe and Touchkit.exe to appropriate directory. 

Note: TouchTray.exe is the file of the Right Mouse Utility. It has to be started with 
computer booting. So, put this file to appropriate directory to satisfy this specific 
request. 

Add some registry value as the content of TouchKit.reg . 

Now, build Windows CE with this touch panel driver and utilities. 


Now, user can boot this Windows CE version on specific device. The right mouse 
button utility will be emulated while computer booting and the touch panel driver is 
also ready. 
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2.5 For DOS 


Touchkit is software, which contains drivers of the touch panel controllers for RS232 
and PS/2 » and the other two utilities: 


Configuration support 
The calibration and draw test of touch panel are done by this utility. 


Right button support 

This is utility for emulating the right and left button of mouse through controlling 
touch panel. User can toggle between right or left mouse buttons with this utility. 
This utility supports only video mode 3. 


Follow these steps to install TouchKit. 


1. 


Put the TouchKit CD to CD-ROM. 


2. Change directory to “<CD-ROM drive>:\DOS\” 
3. Execute the installation program, “install.bat” 


For example: 


syntax: install <path of destination directory> 


EA\DOS>install c:\xyz 


Destination C:XYZ\ does not exist; shall | create it? (Y/n) 
Change directory to C:\XYZ\ 

Copy files... 

Copy files... Done 

Append settings to C::\AUTOEXEC.BAT... 

(Original C:\AUTOEXEC.BAT is saved as*.TKT) 

Do you want to activate Right Button Tool? (Y,N) 


4. Reboot computer. 
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2.6 For Linux 


Tested distributions: 


Red Hat 7.0 kernel version 2.2.16, 
Red Hat 7.1 kernel version 2.4.2, 
Red Hat 7.2 kernel version 2.4.7, 
Red Hat 7.3 kernel version 2.4.18-3, 
Red Hat 8.0 kernel version 2.4.18-14, 
Mandrake 8.0 kernel version 2.4.5 
Mandrake 8.1 kernel version 2.4.8 
Mandrake 8.2 kernel version 2.4.18 
Mandrake 9.0 kernel version 2.4.19 


Touchkit is software, which contains drivers and 2 utilities of the touch panel 
controllers for RS232 » PS/2 and USB on Linux operation system. The 2 utilities are 


as follows: 


Configuration support 
The calibration and draw test of touch panel are done by this utility. 


Right button support 
This is utility for emulating the right and left button of mouse through controlling 
touch panel. User can toggle between right or left mouse buttons by this utility. 


Before install TouchKit for Linux, please make sure that (1) user have root privilege 
and that (2) X window system has been configured correctly. 


Follow these steps to install TouchkKit for Linux. 


aly 


Put the TouchKit CD to CD-ROM and mount it on Linux file system; e.g. with 
command: “mount /dev/cdrom /mnt/cdrom” 

Change directory to “/mnt/cdrom/Linux/Other Version” 

Execute script “touchkit.setup.sh* with command “sh touchkit.setup.sh” 

The script will extract files to temporary directory and start installing: 


TouchKit Touch Panel v3.1 19 


(*) Extract files from [touchkit.setup.sh] to [/tmp/touchkit] 
(*) Start installer [/tmp/touchkit/setup] 


=== Touchkit for Linux Installer === 


(Step 1) Check Packages Installed 


[Common] 

make OK (make-3.79.1-5) 

tcl OK (tcl-8.3.1-46) 

tk OK (tk-8.3.1-46) 

[Required for Full Mode] 

gcc OK (gcc-2.96-54) 

glibc-devel OK (glibc-devel-2.1.92-14) 
XFree86-devel OK (XFree86-devel-4.0.1-1) 
kernel-source OK (kernel-source-2.2.16-22) 


The first step is to check if software configuration is ready to install and to utilize 
Touchkit. Installation will abort if some Common packages are missing; please 
reinstall Touchkit after all those packages being installed. 


Press ‘1’ or ‘2’ followed by ‘enter’ to select installation mode depending on the 
communication interface of Touchkit controller. 


(Step 2) Select Installation Mode 

(Q) Which installation mode do you prefer? 

(1) Compact Mode, (only RS232 and PS/2) or 
(2) Full Mode (RS232, PS/2 and [USB]) 


If Full Mode is selected, installer starts building process. 


1 
(I) [Full Mode] selected 


(Step 3) Rebuild Touchkit 

for n in include driver utility xf86drv diag usb; do \ 
make -C $n || exit 1; \ 

done 


[Npro nner a nen non nen ne nnn n nnn n nn nc nnn + 
:'| Build-All Complete Successfully |' 
Pl pecec ne ne nen nn nn ne nn nn ence ene ne nee + 
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7. After building process completes successfully (or if Compact Mode is selected), 
Touchkit will be installed into system; user must restart X window system to see 
the change. 


(Step 4) Install TouchkKit 

(*) Install USB module [/lib/modules/2.2.16-22/usb/tkusb.o] 

(*) Install touch panel daemon [/usr/bin/tpaneld] 

(*) Install configuration utility [/usr/bin/touchcfg] 

(*) Install XFree86 driver [/usr/X1 1 R6/lib/modules/input/touchkit_drv 
(*) 

(*) 

(*) 


* 
* 


* 


* 


Generate uninstall script [/usr/bin/uninstall_Touchkit] 
Update system starting up script [/etc/rc.d/rc.local] 
Update XFree86 configuration [/etc/X11/XF86Config-4] 


* 


* 


spo nnn nnn nnn nnn nnn nnn ence n ne nnnnen + 
| Installation Complete Successfully | 
spanner nnn nnn nner nnn nnn nme nnn nnnnnn + 


(l) Start TouchKit touch panel daemon 
(1) Start USB module 


(I) Please RESTART your X Window Server. 


8. For install Redhat 8.0, please repeat the step 1~ 6 as the same as other version 
of Linux. The difference between Redhat 8.0 and other version is the install 
directory | changed to “/mnt/cdrom/Linux/Redhat8”. Execute script 
“touchkit.setupr8.sh* with command “sh touchkit.setupr8.sh”. Two of software 
packages should be installed first, since they are not for default installation when 
installing OS. 

(1) sharutils-XXX.rpm 

(2) XF86Free-develXXX.rpm 
User can find these packages in disc3 and disc2 in RedhatLinux 8.0 distribution. 
Also, user can find these packages in this touchkit driver Redhat8.0 subfolder. 
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2./ For iMac 


Touchkit is software, which contains drivers of the touch panel controllers for USB 


on iMAC operation system > and the other two utilities: 


e Configuration support 
The calibration and draw test of touch panel are done by this utility. 


Follow these steps to install TouchKit. 
1. Extract the “iMac.hqx’ file to “TouchkKit_Installer’ with StuffltExpander. 
Double click “TouchKit_Installer” file to start installing. 


| Easy install ¢) 


2. Press <Install> button to continue. 


Select Directory 


3 Mocintosh HO 3] uo.) i | &.| 
“ -. 2. ot A | 


, B ver 

» BB Help 

© & Appication 

> © Acropat Reoder 40 
Ss Apple Video Player 


Install software into Telder 


®) | aca G J || open Cancel [Option 


3. Select directory to install utilities and press <Open> button to continue. 


Installation will complete in few seconds. 
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Chapter 3. Configuration Utility and Right Button Emulator 
3.1 For Windows 95/98/ME/NT4/2000/XP/XP Tablet PC Edition 


There are three property pages in Touchkit utility, and they are General, Setting and 
About. Each property page contains different functions for users to do the 


adjustments. Therefore, users can easily manage all the TouchKit controllers through 
Touchkit Utility. 


Functional Group Tab ——> 


General 

General property page contains the functions of language selection, devices add/ 
remove, 4 points calibration, Draw test and advanced. Furthermore, there are two 
functions in the Advanced, they are 25 points calibration and the support of 
multiple monitors. 


<Language> 
TouchKit supports multi-language user interface. User could select native 
language that is compatible to operation system support. For example, if the 
operation system is a traditional Chinese version, user could see the normal 
display words under the traditional Chinese and English mode. There are eight 
different languages, English, Traditional Chinese, Simplified Chinese, 
French, Spanish, German, Japanese and Korean, supported in this feature of 
TouchkKit. 
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Note to select the 


compatible language first. 


Select the compatible language first or user may not see the normal display of 
each button. 


<Add> & <Remove> 
Please check the touch panel devices (including its controller) are equipped well, 
then click [Add] button to add all of those RS-232 and PS/2 components to the 
<Panel List> dialogue box. 


Device is found in COM1 
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The controller is displayed on the Panel List box. user can get the information of 
interface ~ type ~ firmware version and baud rate for each controller. 

Select one device after import more than one device at the panel list window. 
The one selected will activate the panel, and remember to do the calibration 
before starting to use touch panel. 


But, for hot-swapping USB touch controller, it will be added automatically as 
soon as it was plugged into the computer. Then user can see the new device on 
the application program window. And, the program will remove the USB touch 
controller automatically as soon as it was unplugged. 
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There are three buttons, < 4pts Cal > <Draw Test> <Advanced>, at the lower 
section of the <General> property page. 


<4pts Cal > 
Correct 4 point locations on screen with the panel. Press [4pts Cal], screen 


displays as follows. 


Touch the blinking symbol on panel until beep or stop blinking. 


<Draw Test> 
Test the drawing position related to the display screen on panel. 


Click on the [Draw Test] button. There will be a squared blue display showing. 


In drawing test window, user can click <Clear> button to clear the window. Also, 
User can Click <Quit> or press mouse right button to quit from the drawing test. 
If no “touch action” happen within minutes, it will quit from the draw test window 
automatically. In drawing test window, user can verify the panel linearity, 
calibration capability, and drawing line quality. 
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<Advanced> 
Touchkit provide more accuracy 25 points calibration for touch sensor. In 
addition, Touchkit supports multiple monitors configuration in Windows 
98/ME/2000/XP. Also, Touchkit provide controller setting for capacitive touch 
sensor. If the capacitive controller is selected, a capacitive setting property page 
appears on the advanced sheet. In general case, it does not need to do 25 
points calibration other then bad linearity sensor. 


Sycad | Mocaone | 


You Cancel | 


Press [Clear] to clear the previous calibration records. 


Press [Yes] to clear previous records. 
The record will become default record. 


Press [25ptCal] to do 25 points calibration. Correct 25 point locations on screen 
with the panel. 
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Touch the blinking symbol on panel until beep or stop blinking. 
After the calibration, the new record will overwrite the old one. 


<Multiple Monitors> 
To configure the mapping relationship between the monitors and the touch 
panels, select the monitor page as below. 


Set the check box (Use Multiple Monitors) to enable multiple monitors mapping. 
Uncheck this box will disable multiple-monitor configuration, and all of the touch 
panel controllers will be mapped to the primary monitor. The gray shadow area 
is the monitor mapped the selected controller/panel. The button [Auto Mapping] 
is used to find the mapping relationships between the monitors and touch panel 
controllers. Press the [Auto Mapping], the software will guide the user to touch 
the corresponding monitor to obtain the mapping relationship. 
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After finish monitor mapping, Press [Apply] to apply the mapping relation. 


Setting 


There are three functional groups in Setting property page, and at the upper section 
of the property page is sound option; at the middle section is Mouse Mode; and at 
the lower section is Double Click Adjustment. 


The Sound options provide user the click feedback while touching the panel. 
Select preferred option first. 


Sound options .—> 


<No Sound> 

User could choose to make no sound while using the touch panel. 
<Touch Down> 

The system will make a sound while touching the panel. 
<Lift Up> 

The system will not make any sound until finger leaves the touch panel. 
<Frequency> 

Sound frequency, drag the cursor from left to right is low to high. 
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<Duration> 
Sound duration, drag the cursor from left to right is short to long. 


The Mouse Mode provides user different operating options. They are as follows: 


Mouse Mode ——> 


<Mouse Button> 
Click it to show/hide Touch Tray on the right bottom corner of the desktop. The 
touch panel system starts with the computer booting, and a mouse Icon shows in 
the taskbar. 
User can choose show or hide Touch Tray from the mouse icon in the taskbar. 
Just right click the mouse icon, there will be a pop-up box. Using the Button to 
choose show or hide, and if user wants to disable the touch panel system, 
choose Exit. 


Touch Tray 


Button to show / hide Touch Tray 


Exit to disable the touch panel system 


Change right / left button by clicking the upper small rectangular box of Touch 
Tray. Blue area expresses what button has been selected. 
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<Mouse Mode> 


There are three kinds of mouse mode user could choose, 
Normal Mode: 


It provides all the mouse functions, including the dragging function. 
Click on Touch: 


Click action is executed as soon as user touches the panel. 
Click on Release: 


Click action will not be executed until finger leaves the panel. 


<Cursor Visibility> 


Cursor visibility function provides user to hide the cursor in the display. Please 
go to Start / Control Panel / Mouse / Pointers / Scheme, and choose Touchkit 


Hide Cursor. Press [Apply] to make setting change, and press [OK] to escape 
the property page. 


Mouse Properties Commen 2x! 


Buttons Painters | Pointer Options | Hardware | 


Scheme 


[None] 


(None] le 


3D-Bronze [system scheme] 
3D-White (system scheme] 
Conductor [system scheme] 
Ci Dinosaur (system scheme] 
Hands 1 [system scheme] 

] Hands 2 (system scheme] 
Maagnified (system scheme] 
Old Fashioned [system scheme 
Touchkit Hide Cursor 

Variations (system scheme] 
Windows Animated (system scheme] 


Windows Black [system scheme] 34 

Windows Black [extra large] (system scheme] a 

Windows Black (large) [system scheme] AN 

Windows Default (system scheme] 

Windows Inverted (extra large} [system scheme] ao 

Windows Inverted [large] [system scheme 

ro 

I Enable painter shadow Use Default iomen | 


Cancel | 


If user wants to cancel the function of TouchKit Hide Cursor, do the steps again 
and choose the other scheme. 
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The Double Click adjustment provides user to set up the tolerance while double 
clicking. They are as follows: 


Double Click Adjustment ——> 


<Double Click Speed> 
Double Click Speed is the double click response time for Windows system. User 
can adjust the proper double click for easy double click by touch panel. 


<Double Click Area> 
Each one touch has its own touch tolerance once someone may not fix in one 
point. So if user set the Double Click Area to <Smaller> > the panel will be very 
sensitive about micro-move while user wants to fix on a point. If user set it to 
<Larger> ° it tolerates the larger touch point movement while user want to point 
at a fixed position. 


About 
Information about TouchkKit. 
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3.2 For Windows CE2.12/3.0 


Double click TouchKit.exe file to execute it. 
There are 6 buttons, [Calibrate 4pt], [Draw Test], [Clear CalParam], [Calibrate 
4pt], [Right Button] and [Quit], on the AP. 


Touch Controller Kit 


Functional List 


Calibrate 25pt 


Right Button | 


Quit | 


<Calibrate 4pt> 
Correct 4 point locations on screen with the panel. Press on [Calibrate 4ptl], 
screen displays as follows. 


Touch the blinking symbol on panel until beep or stop blinking. 
There will be a message window after this correction. 


TouchKit Touch Panel v3.1 33 


<DRAW TEST> 


Test the drawing position related to the display screen on panel. 


Click on the [Draw Test] button. There will be a squared blue display showing. 


Try to write or draw on it to verify the touch position. 
Press [CLEAR] for cleaning touch screen, and press [QUIT] to exit <Draw Test>. 


<Clear CalParam> 
Press [Clear CalParam] to clear the previous calibration records. The record will 
become default record. 


<Calibrate 25pt> 
Press [Calibrate 25pt] to execute 25 points calibration. Correct 25 point 
locations on screen with the panel. 


Touch the blinking symbol on panel until beep or stop blinking. 
After the calibration, the new record will overwrite the old one. 
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<RIGHT BUTTON> 


Right mouse emulator. The default value is “on”. 

Click [Right Button] to close the right mouse emulator. 

Right Button starts with the computer booting. A mouse Icon is located in the 
right corner of screen. 


Click mouse right button; there will be a pop-up box. Select Button, then a 
squared box shows up. 


5 


Change right / left Button by click the icon on screen. Cyan area expresses what 
button has been selected. 


After select the button, user can touch the panel to control mouse activities. 
Select / De-select files or Drag icons on screen, whatever the mouse behaves. 


<Quit> 
Exit TouchKit touch panel utility. 
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3.3 For DOS 


The touch-sensitive area of the panel and touch-sensitivity both can be modulated 
through the configuration utility. Besides, the controller identification and device 
activated shall be done first. 


After installation TouchKit and rebooting system, the driver will probe all 
communication devices by default. Execute “TPANEL -?” for more options. 


Touchkit for DOS Version 1.00.02.0904 


Test TKT1...no panel found 
Test TKT2...no panel found 
Test PS2...Loopback OK 


Read settings from PS2...OK 
Driver installed 


Note: If user attaches TouchKit controller to another communication port, please 
reboot computer. 


To avoid confusing the end-user, touchkit driver use the "virtual TKT" port name 
instead of the "com" port name. In order version driver, touchkit driver parsers the 
"comi" and "com2" from the system environment. If the user needs another "com" 
port, for example "com5", all the end-user to do is set the environment variables as 
set COM1 = IOADDR, IRQ. However, this new driver package use "TKT" instead of 


com . 


This suit Supports at most two serial ports; which are TKT1 (lO:0x3F8 IRQ:4) and 
TKT2 (lO:0x2F8 IRQ:3) by default. If bios settings differ (ex. COM1 is of |O addr 3E8 
and IRQ 4), add one more line (before "TPANEL") in C\AUTOEXEC.BAT to redirect: 
SET TKT1=3E8 4 


Also, If the user needs the controller at another serial port ( for example, 
"com5" where IO address is 4F8, IRQ is 4 ), it need to redirect the system 
environment variable by 
SET TKT1 = 4F8 4 
before launch "TPANEL.EXE" in the autoexec.bat 
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Touchkit for DOS also supports three Sound Modes: NONE, UP and DOWN. Please 
go to “C:\Touchkit\> tpanel.ini” to change the sound mode. 


Beep = none|downlup [frequency] 


< tpanel.ini > 
Beep=None 1322 << 


( promptBegin } none: no sound; keep silent 
TouchKit for DOS Version 1.00.02.0904 down: beep when you touch down 
( promptEnd J up: beep when you touch up 


After saving new “tpanel.ini”, user can force the driver to reload the new “tpanel.ini” 
by executing “C:\TouchKit\>tpanel -r’ Other adjustment can be checked by 
“C:\Touchkit\> tpanel -?” 


There are three utilities: TPDRAW, TP4PCAL and TP25PCAL to calibrate touch 
panel. They all support extra command-line arguments such as "-g 1024x768" behind 
to specify screen resolution on action. 


Resolutions supported: (use 640x480 by default) 
320x200, 640x200, 640x350, 640x480, 800x600, 1024x768 and 1280x1024 


TPDRAW 
Test the drawing position related to the display screen on panel. 
E.g. C:\> tpdraw tkt2 


Try to write or draw on it to verify the touch position. 
Press <ESC> button to exit. 
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TP4PCAL 
Correct 4 point locations on screen with the panel. 
E.g. C:\> tp4pcal tkt2 


Touch the blinking symbol on panel until beep or stop blinking. 


TP25PCAL 
Correct 25 point locations on screen with the panel. 
E.g. C:\>tp25pcal tkt2 


Touch the blinking symbol on panel until beep or stop blinking. 
After the calibration, the new record will overwrite the old one. 


Right Button Emulator supports only video mode 3 and must start after the driver 
being installed; user may edit C:\>AUTOEXEC.BAT to toggle it on/off. If it is turned 
on a button will appear in the right-bottom corner of screen when mouse pointer is 
turned on. 
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The label of button, which is ‘L’ by default and becomes ‘RP’ after button being clicked, 
indicates that next “touching down on panel’ will be reported as “left (or right) mouse 
button click.” 


TouchKit Touch Panel v3.1 39 


3.4 For Linux 


The touch-sensitive area of the panel and touch-sensitivity both can be modulated 
through the configuration utility. Besides, the controller identification and device 
activated shall be done first. 

After installation TouchKit » execute “touchcfg” to start the configuration utility. 


The “Panel Candidate List”, which contains by default two RS232, one PS/2 and two 
USB devices, commands Touchkit driver which port to probe for controller. If a port is 
occupied by other device, e.g. /dev/ttyS1 (COM2) is used by a mouse, it is 
recommended to [Remove] /dev/ttyS1 from the list, since the probe process would 
interfere the operation of mouse. 


If the user need another "com" port, for example "com3", please go to 
/etc/tpaneld.conf and add the sentence “Port = /dev/ttyS2*. 

< tpaneld.conf > 

MouseMode = DRAWING 

DbIClickSpeed = 18 

DbIClickArea = 30 

RClickTool = 0 

Sound = 0 


Port = /dev/ttySO 


Port =/dewittyS1 | | “Port = /dev/tty$2 “ is added to use com3 


Port = /dev/psaux “Port = /dev/ttyS3 “ is added to use com4 
Port = /dev/usb/tkpanelO 


Port = /dev/usb/tkpanel1 
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After checking that touch panel devices (included its controller) are equipped well, 
user may click [Rescan] button to scan all devices listed. If there are any additional 
connections excluding default connections, please press [Add] button to set specific 
settings. 


Select one device after import more than one device at the panel list window. 
The one selected will activate the panel. 


The Sound option provides user the click feedback while the click actions are done. 


There are five buttons, <Draw Test>, <4-PT Cal>, <Advanced>, <About> and 
<Close>, at the lower section of the TouchCfg window. 


<DRAW TEST> 


Test the drawing position related to the display screen on panel. 
Click on the [Draw Test] button. There will be a squared blue display showing. 


Try to write or draw on it to verify the touch position. 
Press <ESC> to exit. 


<4-PT Cal> 


Correct 4 point locations on screen with the panel. Press [4-PT Cal], screen 
displays as follows. 
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Touch the blinking symbol on panel until beep or stop blinking. 


<Advanced> 


25Pt Coef | 


Press [Clear] to clear the previous calibration records. 
The record will become default record. 


Press [Calibrate] to execute 25 points calibration. 
Correct 25 point locations on screen with the panel. 
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Touch the blinking symbol on panel until beep or stop blinking. 
There will be a message window after this correction. After the calibration, the 
new record will overwrite the old one. 


<Mode Button> 
Check it or not to turn mouse button, which provides mode selection and right 


button emulation, on or off. 
Drawing | 


Change “right / left “ button by click the button shown on the right-bottom corner 
of screen. Blue area expresses what button has been selected. 

After select the button, user can touch the panel to control mouse activities. 
Select / De-select files or Drag icons on screen, whatever the mouse behaves. 


<Double Click Speed> 
Double Click Speed is the time of the touch panel response when someone 
double click it. Drag the cursor from left to right is slow to fast. 


<Double Click Area> 
Each one touch has its own touch tolerance once someone may not fix in one 
point. So if user sets the Double Click Area to <Smaller> » the panel will be very 
sensitive about micro-move while user wants to fix on a point. If user sets it to 
<Larger>» it tolerates the larger touch point movement while user wants to 
point at a fixed position. 
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<About> 
Information about TouchKit. 


Touchhit Controller Utility 


Versicn 1.0.2 0417 


<Close> 
Close Touchkit touch panel utility. 
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3.5 For iMac 


The touch-sensitive area of the panel and touch-sensitivity both can be modulated 
through the configuration utility. Besides, the controller identification and device 
activated shall be done first. 

After installing TouchKit » double click [TouchKit Utility] to start the TouchKit 
diagnosis window. 


ue 


eh Teste tine! 
7 ® 
3 


Please check touch panel devices (included its controller) are equipped well, then 
click [Re-search] button to add all of those components to the < Panel List> 
dialogue box. 

There is one or more devices found. 


Povet Lot 


Lal tee Nroien reeel 
' ai ’ "7 


The controller is displayed on the Panel List box. User can get the information of 
interface . type ~ version and model for each controller. 


lf user wants to change the communication port from the existed one to other > select 
it first and press [Re-Search]. 

Select one device after import more than one device at the panel list window. 

The one selected will activate the panel. 
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<Mode> 
Touchkit provides two mouse modes in for iMac operation. They are “Button” 
and “Double Click” mode. “Button” mode is suitable for graphic drawing or 
hand writing. And, “Double Click” mode is suitable for desktop operation to 
easy use double click. 
Press the <Mode> radio buttons to select which mode will be activated. 


<Touch Speed> 
Touch Speed is the time of the touch panel response when someone touches it. 
Drag the cursor from left to right is slow to fast. 


<Touch Grid> 
Each one touch has its own touch tolerance once someone may not fix in one 
point. So if user set the Touch Grid to <Small> » the panel will be very sensitive 
about micro-move while user wants to fix on a point. If user set it to <Large> > it 
tolerates the larger touch point movement while user wants to point at a fixed 
position. 


There are five buttons, <Draw Test> <Cal 4 point> <Advanced> <ABOUT> 
<QUIT>, at the lower section of the <Panel List> window. 


<DRAW TEST> 


Test the drawing position related to the display screen on panel. 


Click on the [Draw Test] button. There will be a squared blue display showing. 


Try to write or draw on it to verify the touch position. 
Press [CLEAR] for cleaning touch screen, and press [QUIT] to exit <Draw Test>. 
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<Cal 4point> 
Correct 4 point locations on screen with the panel. Press [Cal 4point], screen 
displays as follows. 


Touch the blinking symbol on panel until beep or stop blinking. 


<Advanced> 


Press [Clear] to clear the previous calibration records. 
Press [Yes] to clear previous records. The record will become default record. 


Then, press [25ptCal] to execute 25 points calibration. Correct 25 point 
locations on screen with the panel. 
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Touch the blinking symbol on panel until beep or stop blinking. 
After the calibration, the new record will overwrite the old one. 


<ABOUT> 
Information about TouchKit. 


<QUIT> 
Exit TouchKit touch panel calibration. 
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Chapter 4. MONITOR ROTATION SETTING 


Touchkit driver package for Windows 98/Me/2000/XP provides two easiest ways to 
rotate the touch panel while the display is rotated. 


| Rotating display by way of nVidia or ATI driver 
| Rotating display by way of Pivot. 


4.1 Rotating display by way of nVidia or ATI driver 
1. After activating the rotation of nVidia or ATI driver, there will be one blinking 


symbol show as the following picture. Touch near the blinking symbol until stop 
blinking, and the touch panel will rotate itself. 


Please touch the Blinking symbol until stop Dinking. 


One touch blinking symbol adjustment 


2. However, 180 ° rotation of touch panel can not be done in one step, user needs 
to rotate 90 ° twice. 
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4.2 Rotating display by way of Pivot 
There are two ways to rotate the display by way of Pivot. 


| Rotating display by way of Pivot hotkey or function menu 
| Rotating display by way of RotTray icon provided by Touchkit. 


< Rotating display by way of Pivot hotkey or function menu > 
1. To rotate the display, please install Pivot pro 6.05 first. Then reboot PC to activate 
Pivot. 


2. There will be a pivot icon in the task bar. User can click on it, and user can 
choose four angles “0° , 90 °, 180 °, 270 © ” to rotate the display. 


3. After choosing the angle user wants to rotate, there will be one blinking symbol 
showing as the following picture. Touch this blinking symbol until stop blinking, 
and the touch panel will rotate itself. 


Please touch the Blinking symbol until stop Dinking. 


@ 


One touch blinking symbol adjustment 


4. However 180 ‘rotation of touch panel can not be done in one step, user needs to 
rotate 90 ° twice. 
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< Rotating display by way of RotTray icon provided by TouchKit> 


Ty 


To rotate the display, please install Pivot pro 6.05 first. Then reboot PC to activate 
Pivot. 


For Win9X OS, please go to C:\Program Files\Touchkit, and copy “RotTray.exe” 
to C:\WINDOWS\Start Menu\Programs\Startup. Then reboot computer. 


For Win 2K/ XP/ XP Tablet PC Edition, please go to C:\Program Files\Touchkit, 
and copy “RotTray.exe” to C:\Document and setting\All Users\Start Menu\Startup. 


Then reboot computer. 


After rebooting, user will see RotTray icon in the task bar. 


RotTray ————> a5 PM 02:21 


RotTray icon 


Clicking on RotTray, it will call Pivot to rotate the display and touch panel 90 ° at 
the same time. Clicking it again, it will rotate another 90 ‘to 180 °. Every click on 
RotTray, display will rotate clockwise. Recalibration and one symbol adjustment 
won't be necessary anymore. 


However this version of RotTray is design for Pivot pro 6.05. If user wants to use 
older version of Pivot, like Pivot 5.1, user needs to amend the value of windows 
registry. The next step is an example for setting Pivot 5.1 on Win98. 


Go to Start/Run, and execute regedit. 
Run 2] x] 


Type the name of a program, folder, document, or Internet 
fesource, and Windows will open it for you. 


Open: ¥ 


Cancel | Browse... | 
start) | =| 


Press <OK> to execute 
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7. For Windows 95/98/ME OS, The Registry Editor will show as the follow picture. 
Then go to 
HKEY_ LOCAL_MACHINE\System\CurrentControlSet\Services\VxD\TKIT. 
Right click on the “MaxRotation”, and choose Modify. 


For Windows 2000/ XP, please go to 
HKEY_ LOCAL_MACHINE\SYSTEM\CurrentControlSet\Services\Touchkit 


g Registry Editor 
Registry Edit View Help 


(5 IFSMGR Data 
@ |0s \ab] (Default) [value not set) 
GQ IsaPNP|[R8)BCBOTTOM Ox00000064 (100) 
G JAVASU IR) BCLEFT ox00000064 (100) 
B - peg 2] BCOFFSETX ox00000000 (0) 
L 83] BCOFFSETY 0x00000000 (0) 
= ey 83] BCRIGHT ox00000064 (100) 
em | J@}ector OxO0000064 (100) 
( PAGESY 
Ga PARITY (8) COEFFO Ox00000004 (4) 
= PCI 83) COEFFI Ox00000004 (4) 
$3] COEFF2 Ox00000004 (4) 
@ PERF us 
3-2) PEP 83] COEFF3 Ox0000000c (12) 
& reeoo1 | |Rs]Deviceno 0x00000000 (0) 
© SHELL | |&]DURATION 0x00000032 (50) 
© spoote | |8#]FREG 0x000001F4 (500) 
3 TKIT 83] GRIDSIZE 640000 00 
@ upr 83] LANGUAGEID 0x00000000 (0) 
(@ veemMMe | |[R2] LOWERED Ox00000001 (1) 
+ - ae DANO A 4) 
(3 vCOMM 1) 
@ vconp 0 
@ VoEF “am 
© vomap 
oo VFAT 0x00000000 (0) 
(@ VFBACK 
uci VR 
& veo [ab] STATICVXD “TouchKIT.vxd" 
S veartc — |S) THRESHD OxOOOO00Kt (255) 
Si vacep | BS]UPPERBD 0x00000024 (36) 
Givwp F 
4 » 


Modifies the value's data. 
Pstart| | 7) Sa | [ap Resistry Editor Hlocal machine -Paint _| 230 5 See t-124m 
Right click on MaxRotation to Modify Value data 


8. Choosing the Hexadecimal Base, and replace the value data “4 (default)” with 
"PPEEFFFE’. 
Edit DWORD Value HE 
Value name: 


[MaxRotation 


Value data: Base 
Value data —————> |FFFFFFFF @ Hexadecimal 
™ Decimal 
cool | 


Pressing <OK> to confirm. 
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9. Here bellow are the value data for different version of Pivot: 


Version of Pivot Available Angle Value Data 

Pivot pro 6.05 0 °,90 °,180 °270 ° 4 (default) 
Pivot 5.1 0 °,-90° FEFERPRE 

Other Version 0-30" 2 
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Chapter 5. Uninstalling TouchKit 


5.1 For Windows 95 / 98 / ME / NT4 / 2000 


Follow these steps to uninstall TouchKit. 
(An example for Windows 98.) 


1. Goto Start / Programs / TouchKit / Uninstall, and execute it. 


(53 Ulead Photolmpact 6 
(3 Winamp 
fe Windows Commander 


Sa 


fF TouchKit a @ TouchKit Help 
(3 WinRAR > HD TouchKit 
fe) WinZip ie Uninstall 


2. TouchKit setup dialog appears, and prepares to uninstall. 


Touchkit Setup is preparing the InstallShieldR Wizard, 
which will guide you through the rest of the setup process. 
Please wait. 


| 


3. Confirm dialog, press [YES] to start un-installation; [NO] to cancel un-installation. 


Confirm File Deletion xi 


Do you want to completely remove the selected application and all of its components? 
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4. Start to uninstall TouchkKit. 


Setap ng 


LTE | ta a 


If user does not want to uninstall TouchKit at this moment, press [Cancel] to 
terminate the uninstall process. 


5. Touchkit will not be removed until system re-boot. Press [Yes>] to re-boot 


immediately or [No>] to re-boot later. 


Remove Toechkt 


TOucheit wes removed. I need to rebOCt tO Ensure work well 


& Fas, Fwantie reeian my computer now! 


© No, | wall restart my computer later 


Remove any dicks tom thei cites, and than click Finish to 
complate setup 
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5.2 For Windows XP / XP Tablet PC Edition 


Follow these steps to uninstall TouchKit. 


1. Go to Start / All programs / TouchKit / Uninstall, and execute it. 


(&) Norton AntiVirus 
(2) PowerQuest PartitionbMagic 70 
GA) YopXp v7 


fn Touchist 


> Baas 


WD Contignve Utility 
Internet Explorer @) Tovehkit Help 

@) 
[2] Microsoft Access 


2. TouchkKit setup dialog appears, and prepares to uninstall. 


TouchkKit Setup is preparing the InstallShieldR Wizard. 
which will guide you through the rest of the setup 


—= process. Please wait. 


GSH REE See eeee 


3. Confirm dialog, press [YES] to start un-installation; [NO] to cancel un-installation. 


Oyuticn Gils Ualsiign 
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4. Start to uninstall TouchkKit. 


Setup Status 


Touchkit Setup is performing the requested operations. 


It needs minitues for uninstall. Please wait. 


If user does not want to uninstall TouchKit at this moment, press [Cancel] to 
terminate the uninstall process. 


5. Touchkit driver will not be unloaded until system re-boot. Press [Yes>] to re-boot 
immediately or [No>] to re-boot later. 


Remove Touch Kit 


Remove Complete 


© No, | will restart my computer later. 


Remove any disks from their drives, and then click Finish to 
complete setup. 
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5.3 For DOS 


Follow these steps to uninstall TouchKit. 


For example: 


syntax: install <path of destination directory> 


CA\XYZ>DELTREE TOUCHKIT 


Delete directory "touchkit" and all its subdirectories? [yn] y 
Deleting touchkit... 


C:\>edit autoexec.bat 


Then delete the following sentence: 


set path=%path%;C:\XYZ\touchkit 


rem Add your own serial port configuration here, ex. SET TKT1=3E8 4 
TPANEL.EXE 


rem Execute "TPANEL /?" to list options 
RCLICK.COM 


rem Right Button Tool 


Reboot computer. 
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5.4 For Linux 

To uninstall TouchKit all user has to do is execute uninstall_ Touchkit in text mode. 
5.5 For iMac 

Follow these steps to uninstall TouchKit. 


1. Double click “TouchKit Installer’ file first, and choose uninstall. Then press 
[Uninstall] button to continue. 


Choose Uninstall ——> 


2. Choose Touchkit Folder, then [Select] to confirm. 


3. Reboot the system. 
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